VO VIV

FRANKFURT MAIN (EDDF)

Amdt 5 06187
MARUN 1F, 1G, 1J, TN DEPARTURE [USAF] SHL-1736 (GM) FRANKFURT, GERMANY
ATIS % DEP 118.725 Rwy | Knots | 60 | 120 | 180 | 240 | 300 [ 360
INITIAL CALL AND START UP 25L/R|V/Vitpm)| 750 [ 1500 | 2250 ] 3000 | 3750 | 4500
121.9 ATC Climb Rate to FFM 8.4 DME

GND CON

121.8 MARUNTF/1J: If unable to comply with climb gradient,
FRANKFURT TOWER request MARUN1G.

119.9 378.35

LANGEN RADAR
120.15 372.85

MARUN
MARUN1G: Between 0600Z-2100Z shall be used PN N50°49.27°
by all aircraft unable to comply with climb restrictions in SID’s 200 E08°40.32"
with designators FOXTROT or JULIETTE and all west, south, N ° >
and south eastbound aircraft with wake turbulence category \3 ~
HEAVY. O A rTomma
> N50°43.53
MARUNIF: Between 0600Z-2100Z may be used by ~ E08°37.55'
all aircraft with wake turbulence category SMALL and LARGE ;.Z
able to comply with climb restrictions. <
; o
MARUNT1J: Between 0600Z-2100Z may be used by sox
northbound aircraft with wake turbulence category §O 0
wake e LIKSI =
HEAVY able to comply with climb restrictions. N50°28 407
E08°30.27" MARUN1G: After 4400 BRNAV equipment
necessary.

A
s o MARUNIE/1): After TAU 11.4 DME
TAUNUS 5 Q.S’ BRNAYV equipment necessary.
%hLAHU] ;—_ TABUM MARUNIN: Between 2100Z-0600Z shall be )
Rl B E‘gg’:;j;‘g,’ / :;eddsljz;u:)mnd 4 engine jet aircraft (except Avroliner
E08°09.75 - A

®,
MARUN1F/1J/1N: Langen Radar 120.15,
at certain times 136.125 may be used. FRANKEL.JRT .
Check ATIS for actual frequency. %hFFMS‘;_. *
an
00 - N50°03.22"
44 Q E08°38.23"

[0} RWY 25R: MT 276°
RWY 25L: MT 279°

@ F/3-siD's
G-SID’
N ° £ Q % N*SID'Z
™~ 2,
" Chan 59 -
E‘(;‘::;Zé.f?()” Contact Langen Radar

immediately after take-off.
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FRANKFURT, GERMANY

MARUN 1F, 1G, 1J, TN DEPARTURE
FRANKFURT MAIN (EDDF)
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