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RWY 16: Climb on track 159° to 2 DME, (cross DER at or above 50 AGL/182 MSL) then left onto
track 355°. Intercept LEE R-060/6 DME and proceed outbound. When passing FL65 turn left onto
track 020°, continue climb to FL150. Contact Approach when airborne.

RWY 34: Climb on track 339° to 1 DME (cross DER at or above 50 AGL/162 MSL) then right onto
track 090°. Intercept R-060/6 DME, when past FL65 turn left onto track 020°, continue climb to
FL150. Contact Approach when airborne.

SID E

RWY 16: Climb on track 15%9° to 2 DME, (cross DER at or above 50 AGL/182 MSL) then left onto

track 355°. Intercept LEE R-060/6 DME and proceed outbound. Continue climb to FL150. Contact
approach when airborne.

RWY 34: Climb on track 339° to 1 DME (cross DER at or above 50 AGL/162 MSL) then right onto

track 090°. Intercept LEE R-060/6 DME and proceed outbound. Continue climb to FL150. Contact
Approach when airborne.

SID N: Climb on track 339°to & DME, then right onto track 015°, continue climb to FL150. Contact

approach when airborne. Departure subject to Teesside release. Crews will be held on the ground
or re-routed if release not obtained.

ALTERNATE SID (Light aircraft only)
RWY 16: (cross DER at or above 50 AGL/ 182 MSL).
RWY 34: (cross DER at or above 50 AGL/ 162 MSL)

Climb rwy hdg at 1000 AGL turn shortest way onto track 050° or track 250°, when steady contact
Approach, remain on this frequency until VMC.
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