LUKE AFB (KLUF)

V IFR TAKE-OFF MINIMUMS AND
(OBSTACLE) DEPARTURE PROCEDURES

Military Airports and Selected Civilian Airports
ALL USERS: Airports that have Departure Procedures (DPs) designed specifically to assist pilots in
avoiding obstacles during the climb to the minimum enroute altitude, and/or airports that have IFR
take-off minimums other than standard, are listed below. Take-off Minimums and Departure Procedures
apply to all runways unless otherwise specified. Altitudes, unless otherwise indicated, are minimum
altitudes in feet MSL.

DPs specifically designed for obstacle avoidance are described below in text, or published separately as
a graphic procedure. If the (Obstacle) DP is published as a graphic procedure, its name will be listed
below, and it can be found in either this volume (military), or the Civil Departure Procedures volume
(civil), as appropriate. Users will recognize (Obstacle) graphic DPs referenced below by the following
note printed on the charted procedure: “If not assigned a Departure Procedure by ATC, this procedure
may be flown to provide obstacle clearance”. The term “(OBSTACLE)” will also be printed on the
charted procedure.

(Note: Graphic Departure Procedures that have been designed primarily to assist Air Traffic Control in
providing air traffic separation (as well as providing obstacle clearance) are usually assigned by name in
an ATC clearance and are not listed by name in this section.)

MILITARY USERS: IFR departure procedures not published as graphic Departure Procedures and
take-off minima are included below and are established to assist pilots in obstacle avoidance. Refer to
appropriate service directives for take-off minimums.

CIVIL USERS: FAR 91 prescribes standard take-off rules and establishes take-off minimums for certain
operators as follows: (1) Aircraft having two engines or less-one statute mile. (2) Aircraft having more
than two engines-one-half statute mile. These standard minima apply in the absence of any different
minima listed below.

AIRPORT NAME TAKE-OFF MINIMUMS

LUKE AFB (KLUF)
GLENDALE, AZ Amdt 2 05272

Diverse departures not authorized.
Use published DP, if unable to comply with DP notify
clearance delivery and request RADAR Vectors.
TAKE-OFF OBSTACLES:
RWY 3L: 1123’ (19" AGL) taxiing aircraft, 1221’ from
departure end of rwy, 782’ left of centerline.
1123’ (19" AGL) taxiing aircraft, 1407’ from departure
end of rwy, 609’ left of centerline.
1124’ (25' AGL) North Rwy Supervisory Unit, 1159 from
departure end of rwy, 517’ right of centerline.
1114’ (15’ AGL) weather equipment, 759’ from departure
end of rwy, 505’ right of centerline.
RWY 21L: 1117’ (38’ AGL) taxiing aircraft, 1428’ from
departure end of rwy, 774’ left of centerline.
1104’ (20" AGL) South Rwy Supervisory Unit, 813’ from
departure end of rwy, 643’ right of centerline.
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